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general features

allegemeine eigenschaften

Tracked undercarriage for overcoming obstacles

Tracked undercarriage with hydrostatic transmission and oscillating
rollers in the center of the track.

The patented layout of the rubber track provides a wide area

and a low ground pressure, high stability and an excellent driving
comfort in all conditions of use.

Water-cooled Diesel engine with electric start.

Petrol engine air cooled available for TC100.

Hydrostatic transmission

With piston pumps with variable displacement and orbital motors
(with integrated second speed for TC120d and TC130d).

Steering by the rotation of the tracks.

Pilot assisted travelling controls and lever for safety parking brake
(block of the hydraulic) for TC120d and TC130d.

The self-loading shovel

Capacity max di 65 lit

(option not available for TC130d).

Hydraulic power take off (PT.0.)

Double-effect optional with max delivery:

- 25 It/min at 255 bar pressure for TC100, TC100d and TC120d

- 21 It/min at 210 bar pressure for TC130d

Other flows/pressures are also available on specific demand.
Tracked undercarriage suitable

for different specific applications.

Raupentransporter mit hydrostatischem Fahrantrieb.

und mittig angebrachten Gelenkrollenlager

fir eine optimale Fahrwerksauslegung.

Hochste Stabilitat und bester Fahrkomfort

durch breite Ausstandsflache der Raupenketten.

Dies gewahrleistet ebenfalls eine geringe Bodenbelastung.
Wassergekiihlter Dieselmotor mit Elektrostarter.

TC100 verfiigbar mit Benzinmotor und luftgekihlt.
Vollhydrostatischer Fahrantrieb durch

variable Kolbenpumpen und Fahrmotoren

(mit zwei Geschwindigkeiten fir den TC120d und TC130d).
Lenkung durch Raupendrehung.

Fahrbewegungen servogesteuert,

Handbremse-Hebel fiir TC-120d und TC130d.
Selbstladeschaufel fiir Schiittmulde,

hochste Kapazitat 65 I.

(Option nicht verfiigbar fiir den TC130d).

Zusatzhydraulik (P.T.0)

mit Doppelwirkung (Optional):

-max 25 I/min, Druck 255 bar fiir den TC100, TC100d und TC120d
-max 21 I/min, Druck 210 bar fiir den TC130d

Weitere Durchflisse und Driicke auf Anfrage verfiigbar.
Raupentransporter fiir verschiedene Zwecke anwendbar.
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technische daten
MT - MTP CA BT AVP c 2
TC100 | TC100d TC120d TC100 | TC100d | TCI20d | TCI00 | TCI00d TC120d TC130d TC100 TC100d TC120d TC130d -
Operational weight (without operator) -
Einsatzgewicht (ohne Fahrer) kg |630 |630 |725 |540 |540 |610 |670 [670 [795 (1100 |770 (770 |885 |990 E
Skip capacity Muldeninhalt
- heaped (SAE standard) geh&uft (SAE standard) |m*|0,38 (0,38 (044 |03 |03 03 045 |045 |045 |057 (043 |043 |043 |0,56
- struck (SAE standard) flach (SAE standard) m3(0,32 (0,32 (034 (021 |021 |021 |036 |036 |036 |046 (037 [0,37 |037 |044
- liquids Flissigkeit mé|02 |02 021 (021 (021 (021 (025 |025 (025 |032 |024 |024 (024 (044
2362
T¢100-TC100d 10120d TC130d
Max payload undercarriage Max Nutzlast Unterwagen kg 1000 1200 1300 ~__
Diesel Engine Dieselmotor typetyp | Kubota Z482 Kubota D722 Kubota D902 TC100_TC120 CA TO100TCI208T -y
Displacement Hubraum cm? 479 719 898 V\ e 4
Cylinder Zylinder n° 2 3 3 R . . ) “‘ : 800
Max. Power Max. Leistung kW/Hp 9.6/13 @ 3600 rpm 13.2/18 @ 3600 rpm | 15/20 @ 2600 rpm ;’ ! /" §
Cooling type Water Water Water = o o
Kiihlung typ Wasser Wasser Wasser I ] E VaN §
Petrol engine type Briggs&Stratton - - §
Benzinmotor typ Vanguard V-Twin i i f =
Displacement Hubraum cm? 450
Cylinder Zylinder n° 2 ka0 s
Max. Power Max. Leistung kW/Hp 12/16 790 357 790
Cooling type Air
Kiihlung typ Luft TC130d € TC130d BT
Battery Batterie type typ 12V - 55 Ah 12V - 55Ah 12V - 55Ah
Variable displacement piston pumps for driving . . .
Fahrhydraulik: Zwei variabele Kolbenpumpen 2x29 It/min @ 250 bar | 2x30 It/min @ 250 bar | 2x33 It/min @ 250 bar N 290
Gear pump for services " . . =
Arbeitshydraulik: Zahnrapumpe 1x21 lt/min @ 160 bar | 1x21 lt/min @ 160 bar | 1x21 lt/min @ 210 bar § § 11 %
Track width Breite der Raupenketten mm 180 180 230 - - /§ g
Track tensioning type Spring and screw Spring and screw Spring and screw -
Kettenspannung typ Feder und Schraube Feder und Schraube Feder und Schraube —
Specific ground pressure: empty/loaded 2 20
Bodendruck: im Leerzustand/baladen kg/cm? 0.18/0.48 0.18/0.52 0.21/0.42 « - 230_L]
Max speed Max Geschwindigkeit km/h 4.0 3.5/4.0 4.0 750
Max.gradient capability with operational loading 2206 213 %80 933 o a6
Max. befahrbare Steigung mit Betriebslast % 62 62 60 258
Fuel tank capacity Kraftsrofftank It 9.7 9.7 15.2 Data, feat doict ¢ binding and may be altered without o noti
" P "y Py ata, features ant ictures are not binding and may be altered without any prior notice. | ] H
Hydraulic oil tank capacity Hydraulokbltank it 221 254 % Anderungen ohns Anking S Angaben ome Gowin ¢ £ MESSERSI: Machines born to work






